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Annual Picnic Saturday
June 25 2011
at Glen Jones

Our annual picnic will be held at Glen Jones
place (see map below) on Saturday June 25.
Starts when you show up in the afternoon
and help watch the BBQ. He says the drive-
way is steep, so please drive slowly to the
top. Bring a pot luck dish to complement
roast beef. You are welcome to camp over so
bring your own tent etc. Coffee only will be
provided in the morning. For more info call
Glen @ 250 743-9564 or 250 743-7444
1555 East Shawnigan Lake road

o Di to 1556 E ig Lake Rd, i Lake, BC VOR 2W3
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June 252011................. Annual Picnic at Glenn’s

June 26 2011.................. Meeting at Luxton

July 112011.................. Langford Summer festival

July 31 2011.................. Meeting at Luxton

Aug 13,14 2011.............. Coombs Fair

August 19, 20, 21.Vancouver Island Exhibition (Nanaimo)

August 27 2011.............. Cobble Hill Fair

Sept 3,4,52011............... Saanich fair

Sept 16,17,18 2011............ Luxton Fall Fair

Sept 25,2011................... Meeting at Luxton
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Secretary’s Report
By: Charlie Low

VIBA May 29, 2011

Show and tell: Ralph brought in a clink-
er from the NWBA conference at Mt
Vernon. It was a left-over from the
Tamahagany demonstration. They start-
ed with magnetite, also known as black
sand which can be bought in bags for
sandblasting, charcoal and limestone,
and run a forced air draft up a chimney,
adding more ingredients as the earlier
loads cook down. At the end of the day,
they break the chimney (not a hard thing
to do, as by that time it is getting pretty
beat up just from the heat, and extract
the iron- in this case, about 10 kg (22
pounds) Some bits of hard junk are left
over, and it was one of these that Ralph
salvaged. This little chunk had some
rusty spots, indicating the presence of
iron.

Neil brought in 2 hammers
which were made during the blacksmith
course, a cross peen and a straight peen.
The larger hammer was 1045 steel, the
smaller, was a kenworth truck axle. The
handles started life as part of a pallet,
and were probably maple.

Charlie L showed 3 hammers
with new handles, made from hawthorn.
They did not get to go to the meeting,
but were shown in the sunshine outside
the shop.

Dave brought in 2 storks, con-
tinuing the series “Finally, a good thing
to do with a golf club. They began as
wooden headed drivers, with the addi-
tion of bird heads, glued into the socket
where the handle used to be, legs, silver
soldered onto the brass plate on the bot-
tom of the club, a peg on one foot turned
on the lathe and silver soldered to a foot,
fitting into a hole, in one case, in a
stone, and in the other, into a piece of
pipe textured to look like a log. Dave
explained the texturing process that he

learned from his students, where if you hold a
very long arc, material splatters all over the
place and produces a very impressive texture.
He later demonstrated the use of gilders paste
to colour the textured metal.

Dennis showed the knife blank he
made during the rodeo last weekend. He
found that the propane forge, with only a
single burner, was perfectly adequate to heat-
ing to welding temperature, but the power
hammer needs some work, probably a spring
replacement. The pattern was the W pattern
with a Ferry flip, a technique invented or at
least publicized by Tom Ferry. The original
billet is cut at 45 degrees into sections, the
sections oriented (flipped) so the pattern is at
an angle to the surface, the bits are tacked
together, either tig welded all the way
around, or in this case, mig welded in spots,
then forge welded back into a block. The
initial forge welding was done in a press,
rather than under the hammer, as there is a
strong tendency for bits to simply squirt out
when subject to impact. During the proce-
dure, which took place over the 3 days of the
rodeo, the piece was annealed at the end of
each day by simply turning off the forge and
leaving the work in it. The steel was 1084
and L6, both of which harden given the
slightest opportunity, so the annealing was a
necessary step.

Dan brought in the cougar mask he
started at his demo, to show the progress he
has been making on it. He also brought in the
cheetah mask.

The minutes were approved as published in
the newsletter

There was no old business.

Under new business, Neil brought back a
couple of ribbon burner forges from the
NWBA do, made by Ron Wailes, and was
willing to sell one to the club for $300.00.
This was approved without much discussion.

Dan has books that he would like to
sell to the club. It was agreed that Dave and
Dan would discuss price etc after the meet-
ing. Dan also has a fly press and was willing
to let it come and live at the shop, but the
problem that quickly surfaced was that there
is simply no space for it.

Neil told us that the course was fin-
ished, and 4 students were suitably ham-
mered and tonged.

Glen told us that the picnic will be at



his place,1555 East Shawnigan Lake Rd, Saturday, June
25. He will do a big slab of roast beef, people should
bring pot luck additions to the feast as well as beverag-
es, camping will be available, and families are wel-
come. If you get lost, his phone number is 250 743 9564

Arrangements have begun to do demos at fairs.
Neil confirms that Nanaimo is under way, Charlie L has
Saanich happening, Dave will look after Coombs, we
expect that Raynier will be in charge at Cobble Hill. No
one was quite sure what, if anything has been arranged
for Langford days, and we are not sure who will handle
Luxton.

Neil had a call from Rockfish Welding in Tofi-
no, who have a Champion Blower and a post vise that
they would like to sell

New member, John Archer, who wants to
make the fittings for the black-powder guns he makes,
visitors John and Julia Hostetler.

Treasurers report- we are still nicely solvent.

As a final thought before we adjourned, Willy brought
up the fact that we are really short on things to sell at
the fairs. It was suggested that after meetings from now
on, we will have mini production days, and if people
could make stuff in the regular evenings, that would be
welcome too.

And with that, we adjourned.

President’s Report
By: Joe Gillings

My thanks to all of you for your patience and un-
derstanding of my tardiness in taking on this po-
sition.l didn't fully appreciate the impact previous
commitments would have on my availabil-

ity. We've done our first major event of the
year,the Luxton rodeo. Weather was spotty as
were the crowds, which didn't bode well for the
bank account. There was considerable interest in
Dan's masks as well as Dennis' knives. These
guys do excellent smithing and should be better
show cased. As always we did our share in help-
ing with the k.p. duties. We could do even better
but it would take the cooperation of the M.F.I.
Perhaps we could discuss in the coming weeks.
Special thanks to Willy and Keith for the use of
their trucks. Hope to see you all at the picnic at
Glens on the 25 of June.

They're Back! Those wonderful Church Bulletins!
Thank God for church ladies with typewriters. These
sentences (with all the BLOOPERS) actually ap-
peared in church bulletins, or were announced in
church services:

The Fasting & Prayer Conference includes meals.

The sermon this morning: 'Jesus Walks on the Water.'
The sermon tonight: 'Searching for Jesus.'

Ladies, don't forget the rummage sale. It's a chance to
get rid of those things not worth keeping around the
house. Bring your husbands.

Remember in prayer the many who are sick of our

community. Smile at someone who is hard to love.

Say 'Hell' to someone who doesn't care much about
you.

Don't let worry kill you off - let the Church help.

For those of you who have children and don't know it,
we have a nursery downstairs.

Next Thursday there will be tryouts for the choir.
They need all the help they can get.

Irving Benson and Jessie Carter were married on Oc-
tober 24 in the church. So ends a friendship that be-
gan in their school days.

A bean supper will be held on Tuesday evening in the
church hall. Music will follow.

At the evening service tonight, the sermon topic will
be 'What Is Hell?' Come early and listen to our choir
practice.

Eight new choir robes are currently needed due to the
addition of several new members and to the deteriora-
tion of some older ones.

Scouts are saving aluminum cans, bottles and other
items to be recycled. Proceeds will be used to cripple
children.

Please place your donation in the envelope along with
the deceased person you want remembered.

The Low Self Esteem Support Group will meet
Thursday at 7 PM. Please use the back door.

Weight Watchers will meet at 7 PM at the First Pres-
byterian Church. Please use large double door at the
side entrance.




Show and Tell

Photos by D Gillett

Charlie low’s new hammer handles

Dave Winestock’s golf club head birds



Hammers from Neil’s blacksmith class

Gus’s meteorite ...or clinker
from the Tamahagany demo
at NWBA

Dennis’s Ferry-flipped W’s pattern Damascus



Improving Your
Heat-Treating

Rediscovering the
Break-Test.

22"

by Dave Smucker
What is a Break-Test ?

The "Break Test" has been arcund a long, long
time. The first reference I find is in discussions of
the monufacture of "Blister Steel” in the 15th
cantury.

Blister steel was made by taking the best grades
of wrought iron, in the form of bars, and packing
them in finely ground charceal in a large clay box.
This was then heated for & to 8 days at about 2000
F so that the wrought ircn abserbed the carbon
from the charcoal and became "steel". (Real
wrought iron had almost no carbon, being almost
pure iron with several percent of silicon oxide slag.)
The clay boxes were about the size of a coffin and

Appalachian Area Chapter of Blacksmiths By David E. Smucker 2005

had a small door or opening through which a sample
could be removed for festing. This is kind of like
testing to see if the cake is done.

The sample which, was well above the critical
temperature was removed and quenched in water.
It was then broken - hence the name "break fest.
Pure wrought iron would not break in a similar test,
but would instead bend.

T have always assumed that this was just a
simple test, with no tempering of the sample, just a
quench followed by breaking the sample with a
hammer. I also assumed that experience and
judgment were then used to guess at the carbon
content by looking the fracture. Carbon content
could also be judged by testing the sample with a
spark test on a grinding wheel. (While they didn't
have modern testing methods in those days, they
did have natural stone grinding wheels.)

Today I think T was wrong in assuming the test
was quite this simple. Instead, I think a progressive
temper was made fo the sample and it was then
tested by repeated breaking of the sample from
least femper to most temper. This would add very
little time fo the testing process but give a much
more meaningful test.

Mark Hepper Teaches the
Break-Test at Madison

At the Southern Blacksmith Association
conference this post May, Mark Hopper was one of
the featured demonstrators. Mark grew up in the
England and actually started blacksmith when he
was 13. He learned blacksmith in a formal British
training progrom and then worked with a number of
experienced smiths. He spent four years in Kenya,
in East Africa where he taught tool making.

For me one of the outstanding things that Mark
demonstrated is how he was taught to perform and
used the Break-Test so that you could use the
proper heat-treating procedure on almost “amy"
steel useful for tools. This test is very very useful
for a steel that is a "MNTS" (Mot too Sure what it is
steel) but is also very useful to just learn about the
best way to heat treat and temper a know steel. It
is especially useful to gain experience and
confidence in heat-treating and o solve problems
you might run into.



Mark tought this test in his 4 years in Kenya
where almest 100 percent of the steel used for
making tools is material salvaged from junked autes
or other industrial scrap.

The Break-Test is for Known as
well as Unknown Steels.

The Break-Test is very useful to you even if you
know what steel you are using because it lets you do
a test heat-treat. Just as you might make o test
piece when working out a design the Break-Test is
useful for testing a steel even if you know for sure
what it is. If you don't know. the steel except by
viewing grinder sparks or the kind of thing it come
from then the Break-Test is really useful.

It is also a great tool for teaching you how
various steel react to heat-treating. It will help you
understand if they will be brittle or fough, will you
have trouble with cracking ete.

A Quick Review of
Heat-Treating Steel.

When we heat-freat a steel that contains
encugh carbon, we are able to change its
hardness, strength and toughness. Alloying
elements may also help us in this process.
It is always some form of a compromise to
get the things we desire in the finished
product. For example, we can make it very
hard, but it will be quite brittle and lack
toughness. These and other factors are
controlled by carben content, alloy content,
manufacturing history and how we heat-
treat the item.

In simple terms, we heat freat by:

1) Heating the steel to above its
transformation or critical temperature

2.) Quenching the steel, making it very
hard but very brittle.

3.) Tempering the steel by reheating it toa
lower temperature, reducing some hardness
but making it less brittle and much tougher.

OK Enough History & Introduction:
Just how do you DO a Break-Test

ungwag‘-"

Step 1) Forge the stock down to a good working
size for the test. I find that you want a flat bar
about 178 inch thick by about 1/2 to 5/8 inch wide.
(A larger cross section may be too hard to break
especially in high strength steels.) You will need a
working length of about 5 to & inches - plus enough
additional material to hold for heat treating.
guenching and tempering. Extra material on the
"handle” end doesn't hurt but isn't necessary.

Here is an example of some typical test pieces
after rough forging.

Step 2.) Normalize your test piece. What do you
mean "Mormalize"? Heat your material to above the
critical point - for many steels this is just a little
hotter than the point ot which it becomes non-
magnetic - then set it aside on the coal on the edge
of your forge and let it slowly air cool. (If using a
gos forge just set it ona firebrick.) This step helps
relieve stress in the steel and con give you a smaller
grain size.

MNow Do a File Test

By the way, you can do a little test here and see
how hard your sample is. Check it with a file - if
shows hardness you very likely will have a good
“tool" material. This in itself in net a test for “air
hardening steel" because many alloy steels will show
quite a bit of hardness when cooled this way if they
are of a small enough cross section. This is because
they cool quite fast even in still air.

If it is a water-hardening steal, you will still cut
it without too much trouble with a new sharp file.
If it is an alley steel with mid range carbon content
it will be so hard that while it will still cut with a
file it will not ke easy. If it is an air hardening



steel it will be so hard at this point a file can't
tough it.

STEP 3.] Clean up your test piece so that you
have a good surface finish. I use a 4 1/2 inch angle
grinder for this. Mark Hopper did such a fine job
of forging his test piece that he had an almost
polished piece coming of the anvil. T have to grind
mine.

Test Pieces after clean up with grinder.

Shop Tip. An easy way to hold the test pieces for

clean up is to put a welding magnetic holder in your

vise jows. You can then lay flat surfoce of the test
piece on the magnet for grinding. Then flip and do

the other side.

Step 4.) slowly heat the cleaned up test piece.
You den't need a very hoet, high draft, fire for this.
Take it easy. (I think this is one of the mojor ploce
folks have trouble with cracking in their heat-
treating - they heat toe fast. This is especially
true for W1or O1 steel. I have been able to
repreduce longitudinal crack in W1 drill rod with
very rapid heating.) Heat your test piece fo a little
above the critical temperature. As note above, for
most steels this just above the point at which the
steel become non-magnetic. I you know that you
have a high alloy tocl steel such as 57 or H13 then
you will need to go to higher temperature for it to
be above the critical temperature. Reod the article
on Heat Treating Tool Steels for more information.

STEP 5:] Quench - the & inches - of the test
piece in water. Keep it moving all of the time, drow

a figure 8 in the water, give it some up a down
motion Too.

Mark Hopper only quenches the test end and
then uses the retained heat in the rest of his
sample to provide heat for tempering. You con do
this too if you know how but I suggest that for you

first attempts at the Breok-Test that you
completely cool your test piece and use a terch for
tempering. See Step 7 below.

What are Temper Colors?

Why do they form on steel?

When we heat steel that has a machined,
ground or polished surface to temperatures
between 400 degrees F and 650 degrees F
the surface will take on various colors from
a very pale yellow to purple to even a dark
blue. These colers are caused by a thin
layer of transparent oxide forming on the
surfaoce of the steel. Becouse of the
nature of reflected light, we see this as
different colors bosed on the thickness of
the oxide layer. This turns out to be very
useful to Blacksmiths for judging tempering
temperatures. It does toke some
experience to judge the color but itisa
very useful skill. Below are listed a
descriptien of the color and temperatures
as listed in Machinery's Handbook.

Pale yellow 420F
Light yellow 440F
Pale straw yellow 450F
Straw yellow 450F
Deep straw-yellow 470F
Dark Yellow 480F
Yellow Brown 490F
Brown Yellow S00F
Spotted red-brown 510F
Erown-purple 520F
Light purple 530F
Full purple 540F
Dark purple 550F
Full blue 5&0F
Dark blue 5TOF
Light blue &40F
Steel gray &50F




SfEP 6] Mow re-polish / regrind the surface of
"the & inches” -Be careful to NOT let your piece
become too hot from the grinding. (Warm to the
touch is OK) because if you get your piece hot you
will be tempering it and messing it up for the
progressive temper we are going to add in the next
step. Keep fingerprints of f the surface too, while
net a big deal, oil on the surface will affect the
temper colors in the next step.

SfEP 7] Mow gently reheat your test piece
from the "handle" end. T like to do this with a
propane touch with the handle held in the vise. You
can do this with any torch but use a small tip. Or,
you can do this in the forge holding the tip of the
test end in vise grips etc. The idea is to produce a
progressive temper with the temper colors covering
the maximum length of the test section possible.
Using the torch, T apply most of the heat back by
the handle end. on the bottom side, and watch the
colors run towards the tip. I will give the process a
little help by guickly playing the torch along the
length of the test piece from time to time but put
most of the heat in back towards the handle end.

When you have a nice spread of colors from
Light Blue to Very Pale Yellow, re-quench your test
piece. This stops the tempering process.

Mark does all 5teps 5, 6, and 7 in one connected
operation. He tokes his test piece from the quench
with the "handle" end still hot, make a quick polish
of the quenched surfoce with emery cloth and then
watch the colors run from heat still it the handle.
If necessary, he may add a little more heat from
the ferge or a forch. He then stops the process by
quenching.

QK. close your eyes and imagine the above
picture in color. On the center left, you would see
steel grey. then light blue. In the center would be
dark blue, then purples, then browns, and then as we
move to the right dark yellow follow by straw all the

way to pale yellow. Tsn't Imaginary Color great? ©

51'E‘P 3} QK. Now we get to use a hammer!l
We a test piece that has been the heated above
critical, quenched. and has a progressive femper. By
progressive temper, I mean one that is almest full
hard (un-tempered) at the end to one that has been
nearly completely drawn at the other end. Inother
words, the one end is very hard and brittle the
other end softer and tougher. The test piece also
has a full range of temper colors.

We can now start breaking of f small pieces from
the very hard end over the edge of the anvil with a
hammer. As we progress toward the tougher end,
we may reach a point of “bending” rather than
"breaking”. ! i
for thiz test. Use a hammer that you don't care
about marking up the face. We con now use the
colors from the tempering to judge the
perfermance of the steel we are testing. Where
does it break, where does it bend. We can also
Jjudge the amount of force reguire to moke a break.
I start with a lighter blow and then re-strike with a
harder blow if it doesn't break.

Mark Hopper uses this test to pick the
tempering temperature he wants for a finished tool.
In other words, the tempering color he wants. For
edged tools, he likes to go back "one break" and use
that as his target tempering temperature. He
knows it is not the toughest temper, but one that
will still hold @ good edge and is quite tough.



Vancouver Island Blacksmith Association
Membership Application

Name:

Address:

City: Prov./State:

Post/Zip Code:

Email:

Phone: ( )

Fax: ( )

Are youa: New Member[] Renewal [ ]

[ ] Regular Membership $30.00 Annually

[ ] Contributory Member $100.00 Annually
Members are required to sign a Liability Waiver
Make cheques or money orders payable to:
Vancouver Island Blacksmith Assoc. (VIBA)
1040 Marwood Avenue
Victoria, BC CANADA
VIC 3C4

Artist Blacksmiths Assoc. of North America
Membership Application
Name:
Address:
City: State/Prov.:
Zip/Postal Code:
Phone: ( )
Fax: ( )
[ ] Full Time Student......................$35./year
[ ] Regular Membership...................$45./year
[ ] Senior Citizen (age 65+)..............$40./year
[ ] Overseas Surface Mail................$60./year
[ ] Oversea Air Mail.........c.coueuvneenee. $80./year
[ ] Contributory Membership............ $100./year
[ ] Public Library Subscription........... $35./year
Credit Card Payment
Card No.
[ ]Visa [ ] Mastercard
Expiry Date:
Signature:
by Phone: 703-680-1632
Mail: ABANA, 15754 Widewater Dr
Dumfries, VA, USA, 22025-1212
Email: abana@abana.org

Notes from Chas Low

John came over this evening- Bonnie
found the door to the meeting room, and
more importantly, her museum, was un-
locked. Whoever has the key last really
has to make sure the door is locked-
there are unpleasant young people
around the fairgrounds pretty regularly,
and if one of them had found that door,
we would have real problems.

Also, there is a Luxton Fall Fair pre-
view at the Westshore Mall, Sat and
Sun, Aug 27 and 28. This does not offer
the opportunity to do any forging, but
people can go in and sell stuff- either for
the club, or peronal- deadline for sign-up
is Fri Aug 12. | will post the sheets in the
shop, so if anyone is inerested, they can
get all the details.

For Sale:

Champion blower and Leg vise
the blower was made in lancaster P.A. its a
crank operated one w.approx 8" fan wheel
inside and has an 2" output ! the vise has
no discription on it , but has 5" jaws and is
about 3ft high
Fred Gutmann, Tofino (Rock Fish Welding).
Fred phone # (250) 725-2231

e-mail rockfishfredy@hotmail.com

A human being should be able to change a diaper,
plan an invasion, butcher a hog, conn a ship, design a
building, write a sonnet, balance accounts, build a
wall, set a bone, comfort the dying, take orders, give
orders, cooperate, act alone, solve equations, analyze
a new problem, pitch manure, program a computer,
cook a tasty meal, fight efficiently and die gallantly.

Specialization is for insects.
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